Harvey Construction Corporation
10 Harvey Road

Bedford, NH 03110

Telephane (603) 624-4600

Facsimiie (603) 668-0389
www.harveyconstruction.com

January 15, 2015

Capt. William Breault

Dover Police Department
Field Operdtions Division
Dover, NH Police Department

RE: Recommendation of Award
Northern Plasterwork
FIREPROOFING
Dover Police Facility and Public Parking Garage/Orchard Street Reconstruction

Dear Mr. Breault,

Harvey Construction is seeking approval to award the FIREPROOFING contract for subject project to
Northern Plasterwork for the total amount of Sixteen Thousand Nine Hundred Dollars and 0.00/100
($16,900.00). Scope of work in accordance with the Dover Police Facility and Public Parking Garage
Plans dated 11/17/14, Site Development Plans dated 6/30/14 and Orchard Street Reconstruction —
Subdivision Plans dated June 2014 prepared by CLD Engineers and Lavallee Brensinger.

This award is based on the attached cost proposal and our bid tabulation spreadsheet.

If you have any question or concerns, please advise.

Very Truly Yours,

Harvey Construction Corporation

7/ B

Andrew P. Martino, P.E., LEED AP
Project Manager

| hereby authorize Harvey Construction to enter into a contract agreement with the aforementioned
subcontractor/supplier on behalf of the City of Dover for the amount stated above.

%«%@f /Ao /s

Capt. William Breault Date




Harvey Construction Bid Tabulation Sheet
Job: DOVER PD/PARKING GARAGE Bid Date: 12/19/2014

Tade: FIREPROOFING 0. Northern Plasterwork Tco. NE FIREPROOFING
Division #7 HCC Budget ontact: Jim Calabro Jicontact: Paul McGlinn
pec. Sections: 78100 hone: 802-234-9843 |Phone: 207-869-9090
1 ir 12/18/2014)
cope Check List
Base Bid . o B
ii ~ PoLice sTaTION - 7 - § 15,150 $ 14,900 5 L
B |Misc Patching Allowance $ 2,000 |ALLOW § 2,000 $ 2,000

100% Payment & Performance Bond

[Documents Dover Police Facility and Public Parking Garage Vol #1, dated November 17, 2014.
Dover Police Facility and Public Parking Garage Vol #2, dated November 17, 2014.
Dover Police Facility and Public Parking Garage — Site Development Plans 6/30/14
(Orchard Street Reconstruction — Subdivision Plans June 2014 W_

Dover Police Facility and Public Parking Garage — Site Landscape Plan 6/25/14 -
|ISpecifications: Dover Police Facility and Public Parking Garage, Dover New Hampshire, dated November 17, 2014.
City of Dover Department of Public Works — Current Specs
State of New Hampshire DOT Specs

RFI's 11011 -
RF1#12 - Issued 12/18/14 Post Bid Review S B
||Addendum 1&2 N . .
CHEDULE __||Per HCC Project Schedule dated 12/10/14 - 1 i s =
SITE Review of Site Constraints

_ |lLaydown at RR Station less than 1 mile away

[POLICE - -
1 Hr Spray Fireproofing to Structural Frame at Elevator & stair - -
B Stair A o - - - 1 - -
iStaif B e I .. I =
“[Elevater Sharft I - - -
|[Exclusions [Temp Heat by Others

[Temp Enclosures
|Water, elec, or Dumpster Fees
= [Protection

[Testing
Patching by Allowance only

otal $ 17,150 $ 18, $ 33,370




NORTHERN PLASTERWORK
P.O. BOX 344

Bethel, Vermont 05032
(802) 234-9843
(802) 234-6242 Fax

December 19, 2014

Harvey Construction Corp.
10 Harvey Road
Bedford, New Hampshire 03110

TO: Joe Pollock
Project Estimator
FROM: James A. Calabro
President
PROJECT: Dover Policy Facility

Dover, New Hampshire

SUBJECT: Cost proposal for the installation of the Sprayed-Applied Fireproofing
§078100 at the above referenced project.

SCOPE OF WORK: Northern Plasterwork will provide labor, material, and equipment
for the installation of the Sprayed-Applied Fireproofing as per the
plans, specifications, addenda (2) and other information issued by
Lavalle/Brensinger Architects of Manchester, New Hampshire,
Harvey Construction Corp. and the conditions and exclusions of
this Northern Plasterwork cost proposal.

The Spray-Applied Fireproofing shall be Cafco Blaze Shield II, a regular
density material manufactured by Isolatek International of Stanhope, New
Jersey.

The Spray-Applied Fireproof Materials shall be installed as per the
manufacturer’s specifications, in accordance with the applicable U. L.
Designs to achieve a one (1) hour fire resistive rating.

The installation of the Spray-Applied Fireproofing shall be limited to the
structural steel beams, braces, and columns supporting Stair #A (between
column lines C-D and 5-6) and Stair #B (between column lines C-D and
5-6).



Northern Plasterwork Cost Proposal
Dover Policy Facility - Dover, New Hampshire
Sprayed-Applied Fireproofing

December 19, 2014

Page 2.

SCOPE OF WORK: The following steel components that support Stair #A, Stair #B, and

NOTES:

elevator shaft shall be protected with Spray-Applied Fireproofing:
Beams

All beams located at Level 1, Level 2, and the Roof Level, including the
Penthouse that are supporting the stairs and elevator shaft.

Braces

All tube steel that comprise Braces F, J.

Columns

The tube steel columns located at the following column lines:

o C-1; C-2;C-5;C-6
D-1; D-2; D-5; D-5.2; D-6

All unsuitable substrates shall be corrected and made suitable by the
general contractor prior to the installation of the sprayed fireproofing
materials.

All floor areas where the application of the spray fireproof material will be
installed shall be cleaned of all debris, equipment, and materials prior to
such installation.

All ductwork and piping shall not be in place prior to the installation of the
spray fireproofing, however if any ductwork and piping is installed prior
to the spray fireproofing they shall be covered and cleaned by the installer
of such item, and they shall not impede the production of the spray
fireproof installation.

One mobilization is included within this cost proposal.



Northern Plasterwork Cost Proposal

Dover Police Facility - Dover, New Hampshire
Sprayed-Applied Fireproofing

December 19, 2014

Page 3.

EXCLUSIONS: Northern Plasterwork expressly excludes from this cost proposal
and scope of work the following:

e The provision, installation, and maintenance of the necessary
temporary heat to maintain the required substrate and ambient air
temperatures as require by the manufacturer;

e The provision, installation, and maintenance of any and all
enclosures necessary to maintain the temperatures required by the
manufacturer;

e The provision, installation, and maintenance of the required
ventilation for the proper drying of the spray fireproofing (a
minimum of 4 complete air exchanges per hour is required until
the material is dry);

» The provision of potable water, electricity, and dumpster service;

e The protection of the newly installed spray fireproofing from
damage caused by other trades, or from conditions that may result
in damage to the installed fireproofing;

o The provision of the fireproofing testing agency and the cost for
such services;

The patching of any and all damaged applied fireproofing;
The provision and installation of any and all fireproofing materials
not specifically mentioned above within the scope of work.

* All costs associated with the aforementioned exclusions shall be
borne Harvey Construction Corp., Inc., not Northern Plasterwork.

COSTS: Northern Plasterwork will provide the abovementioned scope of
work, noting the exclusions, for the following cost ...............

......... $ 14.900.00




